
SKID STEER LOADER

SPECIFICATIONSHEMAN 175cHEMAN 175c

The HEMAN 175C Skid Steer Loader is an engineering marvel in the earth moving equipment industry, 
complete with compactness, maneuverability and versatility. The finest quality of the machine is its 
dexterity, which is made possible by the fourwheel drive system. Each side is independent of the other 
maximising the mobility in a very small radius. The drive system is hydrostatic and has a set of wheels 
on either side connected to an independent drive motor, through a gear train which provides slip free 
drive to the wheels. The forgedgears are hardened for a longer life and are immersed in an oil bath 
providing continuous lubrication. This machine is built on the foundation of providing operator safety, 
reliability, easy maintenance and low total cost of ownership. When it comes to the test of strength, 
endurance and surviving the tough Indian conditions, the HEMAN 175C Skid Steer Loader, has it more 
than any other machine.

1. MANEUVERABILITY
2. COMPACTNESS
3. AGILITY
4. POWER & ECONOMY
5. VERSATILITY
6. SIMPLE OPERATION
7. OPERATOR SAFETY AND COMFORT
8. RELIABILITY
9. EASY MAINTENANCE
10. LOW TOTAL COST OF OWNERSHIP
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Standard
Cummins B 3.3C NA, 4 cylinder in line direct
injection, liquid cooled.
Gross power @2200 rpm - 60 hp, Engine complies 
with Euro II norms.

Hydraulically activated and released multi-plate 
fade free brakes form integral part of drive 
motors.
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Rated operating capacity 750 kgs
Tipping load 1500 kgs
SAE Operating weight 2776 kgs
Standard bucket capacity 0.46 cu m

Maximum lift height 3022 mm
Time to raise lift arms fully 3.5 secs
Travel speed 0 - 12 kmph
Turning radius
Front corner 1930 mm
Rear corner 1530 mm
Ground clearance 210 mm
Departure angle rear 26 deg

Breakout force - bucket 1885 Nm
Breakout force - lift arms 1445 Nm

Chassis - rigid fully welded high tensile steel structure.

Operator’s cabin integrating the following:
• Roll - over protective structure (ROPS)
• Falling objects protective structure (FOPS)
• Roof window for enhanced operating visibility
• Rear window for emergency exit
• Heavy duty gear boxes with slip - free gears
• Axles of high ductile forgings, self lubricating
• Pneumatic heavy duty tyres, deep traction threads

Mechanical hitch for quick change of attachments.
Ergonomically designed seat, user friendly controls.
Visual and audio warnings to prevent system failures.
Adequate inbuilt safety measures for operator/
machine.

Hydraulic tilt back cabin for maintenance ease.

Easy to maintain and service with normal tools.

Accessories:
Glazed cab / front door Cabin Heater
Reverse Alarm Heavy duty tyres

Buckets:
Varying capacities upto 0.65 cu m limited to machine’s 
rated operating capacity.

Attachments:
Auger / Earthworm borer Debris scrapper
Backhoe Rock breaker
Bale handler Side tip bucket
DH Double head slasher 6 in 1 Bucket
Excavation rippers Snow Blower
Grader Stump Grinder
Heavy duty trencher Sweeper Collector
Industrial grapple Tiller
Pallet fork Vibratory roller

Tracks Over Tyres (Rubber & Steel)

12 volts negative earth system with battery isolator
Battery: 140 AH, 800 A, Low maintenance
Alternator: 60 A Starter Motor: 12V
State of the art, easy-to-read instrument console.

Fuel system 62 litres
Engine lub oil 9.5 litres
Engine coolant 16 litres
Transmission 16 litres
Hydraulic System 75 litres

Hydrostatic 4x4 independent drive through.
Tandem variable displacement axial pumps.
Fixed displacement low speed high torque gerola 
motors.
Final drive through positive gear boxes.
Slip free drive through forged gears.

Engine driven gear pump with valve block, twin arms 
lift cylinders with end cushion, and dual bucket 
cylinders.
Flow: 83 litres per min, working pressure - 175bar.

ENGINE

DIMENSIONS

BRAKES

TRANSMISION

HYDRAULICS

PERFORMANCE

ELECTRICALS

FLUID CAPACITIES

OPTIONAL

FEATURES

SKID STEER LOADER

HEMAN 175cHEMAN 175c

The HEMAN 175C Skid Steer Loader Features

Vectra Engineering a.s.
Hukvaldy 86
739 46 Hukvaldy
Czech Republic

Registered Office: Vectra Engineering a.s.
9. kvetna 1162
742 58 Pribor
Czech republic

Plant Address: 



Dual In-line Hydraulic Motor Drive
Hoe offsets to either left-hand or right-hand side 
to leave a clean surface
Durable 1/2" blades
Minimal wear parts used in the increase 
productivity and reduce maintenance costs
No drive belts, chains, sprockets or gearboxes 
used in the hoe attachment
The grooved drive plates encourage the dirt 
building up in this area to be expelled

Fits easily to the front of loader
Handy and efficient way to move bales from the 
ground into a trailer or bale feeder
Manage long round bales with the Bale HandlerIt fits easily to the front of the loader and quickly 

breaks up hard ground
Shanks used are genuine ripper shanks with 
removable points
Wedges lock in the shanks to prevent them from 
moving when in operation
Total five tyne positions available with three tynes 
fitted as standard, which helps the operator to 
flexibly control the specific area to be excavated

This multi-purpose tool is equally efficient at 
digging, loading, dozing, grabbing, back filling 
and grading

Moves bulky or palletised ] material with ease 
Ideal for construction sites, farm chores, fertilizer handling 
and industrial plants 
Comes with optional load guard for greater safety

Used in the fencing industry
Ideal for flag poles, telecom and power transmission
Has no chains to wear or break, allowing high torque and 
negligible maintenance
Choice of drills in various sizes for every application
Fast and efficient, saving hours of manual work 

Daily cleaning in an industrial environment is easy
Sweeps up dirt in forward and reverse modes
Useful for side clearance, road clearance, housing 
development and civic utilities
Available in light or heavy duty build with gutter 
brush and sprinkler system as options
Combination of Poly-propylene steel brushes for
longer bristle life
Sweeper's nylon bristles deposit dirt and debris 
in the container which can be easily unloaded to 
a different site or tipper

The durable GP Bucket offers ease of loading 
for just about any strata
The pin height of 9'91" can comfortably 
load any truck or tipper
Low back shovel is one of the options 
available for fitment

Turns your HEMAN 175C into a powerful excavator 
matching versatility of backhoe loaders
Has a maximum digging depth of up to 12 feet
Quick Hitch compatible attachment is easy to 
transport and allows excellent down hole visibility
Side shift are standard that makes digging easier

TILLER BALE HANDLER

EXCAVATION RIPPERS 6 - IN - 1

BACKHOE PALLET FORK

AUGER / EARTHWORM BORER

SWEEPER COLLECTORGENERAL PURPOSE BUCKET

Turns HEMAN 175C into a mini-grader Ideal ground 
preparation and landscaping attachment
Hydraulically controlled blade depth and slew
Blade slew +/- 45°, minimum cutting depth 250 mm
Pivoting Quick Hitch frame and “floating” front wheel beam 
allows a level cut to be maintained despite uneven ground 
Blade width 2100 mm - 2500 mm

GRADERPROFIT EARNING TOOLSPROFIT EARNING TOOLS

It can dig trenches for gas, electricity, telecom, 
cable and other purposes
The auger coupled with the trencher disperses 
soil on both sides of the trench, making fill-back 
operations easy

HEAVY DUTY SHIFT TRENCHER

Two acting top garbs having independent hydraulic rams
Useful for municipalities, green waste handling scrap 
dealership, handling applications with varied sizes or 
loose loads
Can carry awkward or dangerous loads securely

INDUSTRIAL GRAPPLE

Perfect for cleaning debris from underneath conveyer elts 
where a loader cannot reach
Broom pivots hydraulically to avoid conveyer support
Optional electric over hydraulic controls

PIVOTED DEBRIS SCRAPPER 
(Under belt cleaner)

VIBRATING ROLLER
Increases profitability by 
eliminating extra cost 
and maintenance of a self 
propelled roller
The roller is quick and 
easy to attach
Free drum oscillator keeps 
more of the drum in contact with the surface on an 
uneven terrain Ideal attachment for flat-work, 
trenching and asphalt patch contractors

Dual adjustable jockey wheel & pivoting Quick 
Hitch frame allows slasher to “float” over uneven 
ground
Chain “skirts” front and back contain flying debris
Twin counter rotating cutting bars efficiently and 
effectively handle difficult slashing tasks
Two cutting heads to slash an area 1800mm (6’) 
wide

“DH” DOUBLE HEAD SLASHER
Perfect quick choice for 
trench reinstatement
Reduces cost and labour
Side tip bucket allows 
filling or tipping to the 
side of the HEMAN 
175C SSL

SIDE TIP BUCKET
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